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Solderless 400 pin breadboard - Normal Quality

Slug: solderless-400-pin-breadboard-normal-quality
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DETAIL PINOUT

TECHNICAL SPECIFICATIONS & SUMMARY

[Breadboard and Zero PCBs] 400 Tie Points - Solderless Breadboard is a high-quality breadboard with power lanes and
printed top face for easy prototyping. A breadboard is used to make up temporary circuits for testing or to try out an idea. No
soldering is required so it is easy to change connections and replace components. It is Reusable for fast build a prototype of
an electronic circuit - will accept transistors, diodes, LEDs, resistors, capacitors and virtually all types of components - No
soldering required - Can modify or revise the circuits easily Fit for jumper wire of 0.8mm diameter - Standard 2.54mm hole
spacing Adhesive sheet on the backside of the board - Multiple breadboards can be spliced together too. Specifications and
features: 400 tie points 1 Double strip, Total 300 tie points 2 Power lanes, Total 100 tie points in power lanes Perfect for
Arduino shield prototyping and testing Plastic housing, metal contact clips Package Includes: 1 x 400 pin breadboard -
Normal Quality - Without Packing

UNIT PRICE (EX. GST) WITH 18% GST

Rs. 39 RsS. 46

In stock: 10 units - HSN: 85044090
Order online at uniksystem.in for bulk pricing.
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